
 

 

 
 

 

 

 

 

 

 

  

 MODEL : PTC-B3230VTL  FEATURE : 

 Sony 1/ 2.8” CMOS sensor, 2.3MP 

 Low/no light coverage enhanced  

by 36 IR LEDs 

 2.8~12mm VF Lens 

 WDR (Wide Dynamic Range), 3D DNR 

 White Balance AWB(AUTO) 

 SPECIFICATIONS: 

MODEL PTC-B3230VTL 

 Image Sensor 1/ 2.8" Sony CMOS, 2.3MP 

Efective Pixels 1920(H)x1080(V) 

Sensitivity 0Lux(IR ON) 

IREDs 36 ea 

Lens 2.8~12mm VF Lens 

S/N Ratio more than 60dB 

Iris Control DC/Manual Iris 

Shutter Speed 1/50(1/60)-1/100,000 sec 

WDR D-WDR 

Day & Night True Day & Night (ICR) 

WHITE BALANCE AWB(AUTO) 

BLC AUTO 

Noise Reduction 3D 

OSD Yes (Cable type) 

Power Input 12VDC 

Operating Temperature -10~+50°c 

Weight Appx. 1000g 

Dimension 244(L) x 120(H) x 80(W 

Protection Level Weatherproof (IP67) 
 


