
 

 

 
 

 

 

 

 

 

 

 

  

 MODEL : PAC-E3230STL  FEATURE : 

 1/2.7 Sony OVT CMOS, 2.0 Mega Pixels 

 Analog HD, 960P /1080P Display with AHD format 

 3.6mm/6mm Fixed Lens 

 IR-CUT, 24 IR LEDs 

 Long-distance transmission, None-delay 

 Open standard for good compatibility, Easy operation 

 High-Integrate for the high-quality reliable transmission 

 

 SPECIFICATIONS : 

MODEL PAC-3230STL 
Camera/Videos  

Image Sensor 1/2.7 type Sony OVT CMOS 

Scan mode Progressive Scan 

Total pixels 2.0 Mega Pixels (Max. image Resolution : 1920 x 1080) 

TV System PAL/NTSC 

Synchronization Internal 

Min. illumination 0 lux  with IR on 

Lens 3.6mm/6mm Fixed Lens 

S/N Ratio ≥ 58dB  

Infrared LED 24 LEDS 

IR Range 20 meters, with IR-CUT 

Infrared Spectrum 850nm 

Electronic Shutter Auto/1/50(1/60) ~ 1/100,000S 

Video  Out: 1Vp-p,75Ω, BNC 

Frame Rate 30 FPS @1080P/ 30 FPS @720P…. 

Function (OSD Model)  

Language CHN1/CHN2/GER/FRA/ITA/SPA/POL/RUS/POR/NED/TUR 

AGC 0-15 

IR-Smart Yes 

Day/ Night Automatic/EXT/Color/B.W 

Auto White Balance Mode Automatic/Indoor/Outdoor/Manual 

Auto Exposure Mode Automatic (Priority: Frame rate/Low noise) 

Gain Control Automatic 

DNR On/Off/ 3D-DNR/2D-DNR 

Back Light On/ Off / WDR/BLC 

Defog/LDC/Mirror/Flip On/ Off 

Alarm 1 in/ 1 out 

Defect Live DPC/White DPC/Black DPC 

General  

Operating Humidity 0% - 90% 

Operating Temperature -10℃ ~ +600C  

Power Consumption Max 4.74W 

Power Supply 12 VDC  

Transmission distance 500 meters(75-3) 

Dimension 92*88mm 

Weight 190g 

Colors White 
 


